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Other Products:

Bioreactors, shakers, and biochemistry analysers

Freeze Dryer, Centrifuges, Electroporators

Tissue Homogenisers, Air Samplers

Microbial Identification System (MALDI)

Colony counters (Automatic, Manual)

Bag Mixer, Programmable Peristaltic Pump

Headspace oxygen & DO measurement in

injectable vials & Blister Packs

Ahmedabad, Bangalore, Chandigarh, Hyderabad, Kochi,
Kolkata, Lucknow, Mumbai, New Delhi, Pune

www.labmateasia.com

Macrozoom Microscopes

Zoom up to 0.7x to 4x & 0.7x to 5x

Long working distance : 100mm,105mm, 110mm,

205-215mm

Built-in HD Camera & Models with built in camera

and HD screen

Metal stand

Suitable for repairs, tooling engineers & direct

inspection of objects

Software 

Camera Software Functions

Live image preview with real-time camera control

Multi-channel fluorescence image capture with

merge and overlay

Extended depth of focus (EDF) for sharp images

across uneven samples

Measurement tools for length, area, and angle

analysis

Software for Materials Science (Image Focus Labs)

Grain Size Analysis (size, porosity, decarburization,

phase analysis)

Cast Iron Size Analysis (nodularity, phase,

sphericity, particle size, porosity, gray iron and

flake analysis)Cameras

USB Cameras

Cooled Cameras - 6.3 MP and 20MP

High-definition cameras

Tablet Cameras



Modular Stereo Zoom Microscope

Zoom Ratio 1 : 6.4, 1 : 6.7, 1 : 8.4, 1 : 11 (Greenough

system)

1 : 6.3, 1 : 8, 1 : 10 and 1: 18 (Common Main Objective

system)

Magnification (combination of 1x lens and 10x

Eyepiece for observation)

Eyepiece (widefield): 10x (FOV of 21mm, 22mm, 23

mm), 15x (16 mm FOV) & 20x (12mm FOV)

Configurable to 220x magnification

In-built Camera and LCD screen versions

Fluorescence attachment for CMO system

Ergonomic rack & pinion, pillar, universal and boom

stands

Built-in incident/transmitted light illumination.

External light source illumination units available for

various sample examinations.

Ring light illumination
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Inverted Microscopes

Observation of fluorescence in tissues and cells

Stand for transmitted light and Fluorescence with

Quintuple and Sextuple nosepiece position

Transmitted light LED illumination and Halogen 100W

illumination

LED & 100 W HBO mercury vapour fluorescence

illumination

Eyepiece : 10x/22mm & 10x/25mm

LWD IOS plan achromatic, plan semi-apochromatic &

Fluarex achromatic objectives

Head with 45º inclined tubes

Head with ergo tilting 5º - 35º tubes

Brightfield, phase contrast fluorescence observations

DIC (differential interference contrast)

Hoffman contrast and 3D relief contrast

LCD screen for Smart Light Control

Digital solutions : Models with Ultra HD 8.3MP Camera

with 13" HD Screen

Observation of all types of materials

Brightfield , darkfield & polarization options

50 W halogen Köhler illumination

Low positioned stage adjustment knobs

Stereo Zoom MicroscopesUpright Microscopes

Eyepiece : 10x/20mm, 10x/22mm, 10x/25mm

Objectives : E-Plan, E-Plan IOS, Plan Phase, Semi-

apochromatic

Contrast:

Transmitted light - Bright field, phase contrast,

dark field, simple polarization, DIC

Reflected light - Bright field, Dark field, polarization

(Material Science) & Fluorescence (Biology)

Illumination :

Reflected - LED & HBO(Mercury) 100w illumination

Transmitted - LED illumination

With Smart Light Control (SLC) - Intelligent

function memorizes the last used light.

Varied intensity level for each objective.

Multi-headed Microscopes - 3/ 5/ 9

Digital solutions : In-built camera 5MP, 8.3 MP

(Tablet and Ultra HD)

Camera with 13" HD Screen

Dedicated LED fluorescence Microscope for 

      TB Screening
All microscopes are available in binocular or trinocular versions.


